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(54) Demodulator for a pulse width modulated signal 



(57) A demodulator for a pulse width modulated sig- 
nal comprises a counter arranged to count in one direc- 
tion when the PWM signal is "high" and in the opposite 
direction when the PWM signal is "low" to arrive at a 
count representative of a duty cycle. As a result, a value 
representative of the duty ratio of the PWM signal can 
be obtained from the up/down counter. In a further em- 



bodiment, the up/down counter is clocked by the output 
of a frequency multiplier, the output of the frequency 
multiplier having a frequency determined by the pulse 
width modulated signal frequency multiplied by a prede- 
termined factor. The value of the duty ratio of the PWM 
signal can then be found regardless of the frequency of 
the PWM signal. 
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Description 

The invention relates to a demodulator for a pulse width modulated signal and, in particular, to such a demodulator 
for measuring the pulse width of a signal of variable pulse frequency. 

s The transmission of information using pulse width modulation at a constant pulse frequency is well known. In such 

systems a signal comprises a series of pulses at a constant frequency, the "high" or "on" period of the pulse, and hence 
the width, providing information, for example the sampled amplitude of an analogue signal. The information can be 
represented by the "duty ratio" that is the ratio of the "on" period of the pulse to the sum of the "on" period and the "off" 
period. The sum of the "on" and "off" periods is the constant period of the signal. 

10 it is further known that information may be conveyed in a variable frequency pulse width modulated signal, that is, 

where the period of the signal is not constant. Attempts have been made to carry out measurements of such signals 
using analogue techniques, for example those using a low pass-filter, wherein the average DC voltage is measured. 
Such systems necessarily require costly analogue components as well as special calibration. 

It is an object of the invention to provide a demodulator capable of demodulating a pulse width modulated signal 

15 using digital components. 

According to the invention there is provided a demodulator for a pulse width modulated (PWM) signal which alter- 
nates between first and second states, the demodulator comprising: a up/down counter having a PWM signal input 
and a set input for a signal indicative of an event in the PWM signal period to which the counter is responsive to set a 
predetermined first value therein; count rate setting means for setting a count rate of the counter to count from the 

20 predetermined first value to a predetermined second value over the PWM signal period, the up/down counter being 
responsive to one of the first and second states of the PWM signal at the said event to count in one direction from the 
first value and, thereafter, responsive to the other of the first and second states of the PWM signal to count in the other 
direction, such that an output of the up/down counter is a value representative of the duty ratio of the PWM signal. 
The invention provides a demodulator that counts in opposite directions for the high and low parts of the PWM 

25 signal. The final value of the up and down counting at the end of the PWM signal period is the equivalent of the duty 
ratio of the PWM signal. 

The invention can be arranged to demodulate PWM signals in which the period, and therefore the frequency, is 
variable. This is achieved by linking the rate of the count to the prevailing PWM signal period. By this correlation the 
count rate will be adjusted to the PWM signal period, such that the rate will be higher when the period is short and 
30 lower for a longer period. 

Preferably, the demodulator includes a frequency multiplier, having a system clock input, an up counter, a latch 
arranged to latch on each PWM signal rising edge, a programmable divider, and a fixed ratio divider arranged to divide 
by the counting range value, wherein the up counter is arranged to count up at the system clock rate divided by the 
fixed ratio divider and output a maximum up count value to the latch and the programmable divider is arranged to 
35 reC eive the up count value from the latch and divide the system clock frequency by the latched up count value. The 
counting range value may be determined by deriving the minimum number of up counts of the up counter in the fre- 
quency multiplier within a minimum specified PWM period to achieve a desired error value. The system can thus be 
configured to operate within a desired error tolerance. 

The demodulator may be arranged to output a "no-PWM" signal when the PWM frequency drops below a specified 
40 value. The up counter of the frequency multiplier may include a predetermined maximum up count value, and the 
demodulator may be arranged to output a "no-PWM" signal when the maximum up count value is exceeded. 

The present invention can be put into practice in various ways some of which will now be described by way of 
example with reference to the accompanying drawings in which: 

45 Fig. 1 illustrates the operation of a basic up/down counter; 

Fig. 2 is a block diagram of a demodulator according to one embodiment of the present invention; 
Fig. 3 shows the operation of an up/down counter with the introduction of an error factor; and 
Fig. 4 shows the quantisation effects of a frequency multiplier. 

so A pulse width modulated waveform to be measured is generated from an external source, for example from sam- 

pling an analogue waveform. The analysing system of the present invention is preferably incorporated in an application 
specific integrated circuit (ASIC) and the waveform is input to the ASIC. The system is also suitable for incorporation 
in a Field Programmable Gate Array. 

The demodulation of the signal is described firstly with reference to Fig. 1 . A sample PWM signal is shown at the 

55 bottom of the figure, having a high value "one" and a low value "zero". A measurement circuit includes an up/down 
counter capable of counting over a range between zero and a selected upper number. At the beginning of a cycle of 
the PWM signal the counter is loaded with a value at the centre point of its range. When the PWM input is high, the 
counter counts up and when it is low the counter counts down. The counter is set to count at a rate such that if the 
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PWM signal were high for a whole period the counter would reach its upper limit (i.e. up to 100%) exactly at the end 
of the signal period. 

An N-bit counter is used having upper limit 2 N and a 50% (start) value of 2 N /2 = 2 N ~ 1 . Accordingly, in order for the 
counter to fill to its maximum count value, it must be capable of making 2 N_1 counts within the period. Accordingly the 
s actual frequency at which the counter counts will be a function of the number of counts required in a PWM period 
(which is in turn dependent on the number of bits utilized in the counter). In fact, the count frequency is achieved by 
multiplying the PWM frequency by 2 N_1 , or: 

10 f COUNT = f PWM x 2 C) 

For example, with an 10-bit up/down counter, the input frequency of the PWM is multiplied by 51 2 and that frequency 
is used as the clock enable to the counter. This method is satisfactory for those situations where the input frequency 
of the PWM waveform is known in advance to be either constant or to have very small variations around a constant value. 

15 As an example of such a system in operation, Fig. 1 shows the count rate, given by gradient G, of the counter 

such that if it counted up for the entire PWM period it would reach 100%. The counter increments from a start level of 
50% along the line G for as long as the PWM signal is high. Once the PWM signal goes low, the counter decrements 
at an equivalent rate, i.e. along a gradient -G. The end count then provides a measure of the PWM duty cycle. For 
example, for a pulse comprising a short time at value 1 followed by a long time at value 0, the counter will only increment 

20 by a small number of counts and then decrement by a larger number of counts toward the zero count. For a pulse 
comprising 50% at value 1 , the counter will increment and decrement by the same number and restore to its 50% level. 
For a pulse with a long time at value 1 , the counter will increment further towards its upper limit and than it decrements 
toward its lower limit. 

Mathematically, the system can be described as shown below and with reference to Fig. 1. The desired gradient 
25 is shown as G in Fig. 1 , and the numbers of counts are expressed simply as percentages (i.e. they are normalised to 
the maximum count of the counter). 
Let: 

G = gradient of ramp 
30 t-, = PWM signal high time 

t> = PWM signal period 

s = value of up/down counter after t-,, has elapsed 
s = value of up/down counter after t 2 has elapsed 

35 

s = 50 + Gt 1 

s = s - G (t 7 - tj) 

= 50 + Gtj - G (t 2 - t x ) 

40 

= 50 + G (2t 1 - t 2 ) 
but G - 50 

45 

s = 50 + 50 (2t 1 - t 2 ) 
t 2 

50 = 50 + 100 t, - 50 

t 2 

= 100 ti — (2) 
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It can be seen therefore that, with the up/down counter counting at the desired rate (i.e. slope or ramp of gradient 
G), the end value obtained by the counter will give a value that represents the PWM duty ratio. 

It will be realised that the counter could equally well count downwards for the PWM signal being high and upwards 
for the PWM signal being low. 

s If the frequency of the PWM signal varies significantly the system described above will not produce the correct 

result, because the rate at which the counter operates no longer matches the period of the input waveform. This difficulty 
is overcome by locking the count frequency to the frequency of the PWM waveform. This is done by having the clock 
enable input of the up/down counter driven from a circuit which is responsive to the frequency of the PWM waveform. 
Fig. 2 is a block diagram showing the components of such a PWM signal demodulator. The principal components 

10 are a PWM input 1 , an up/down counter 2 and a frequency multiplier 3. The PWM input 1 is fed both to the up/down 
counter 2 and the frequency multiplier 3. 

Turning first to the frequency multiplier 3, the subsystem includes a rising edge detector 4, an M-bit up counter 5, 
an M-bit latch 6, an M-bit programmable divider 7 and a fixed ratio divider 8. The system clock inputs to the frequency 
multiplier 3 at 9. 

15 A series of pulses generated by the rising edge detector 4, and corresponding to the PWM signal frequency, is 

applied to the reset input of the M-bit up counter 5. The clock input of the M-bit up counter is coupled to the system 
clock 9 through the fixed ratio divider 8 with its division ratio defining the multiplication factor of the frequency multiplier. 
In operation, the up counter 5 is reset each time a rising edge of the PWM signal occurs and then counts up in response 
to the divided system clock to provide a count output inversely proportional to the PWM frequency. For example if the 

20 PWM frequency is low, the counter 5 will be reset relatively infrequently and thus the maximum count will be relatively 
high. If the PWM input is a high frequency, the up counter 5 will be reset on a more frequent basis and thus the maximum 
output of the counter 5 would be relatively low. 

The digital output from the up counter 5 is applied to a control input of the M-bit programmable divider 7 via the 
M-bit latch 6. The programmable divider 7 receives at its clock input the system clock 9. The programmable divider 7 

25 is of standard construction that will be familiar to those skilled in the art. The programmable divider 7 provides an output 
clock signal that has a frequency that is substantially the PWM input frequency multiplied by the division ratio of the 
fixed divider 8. This implements equation 1. This equation can be derived as follows: 

f syst = the frequency of the system clock signal 9. 
30 2 N_1 = the division ratio of the fixed divider 8. 

fpwM - PWM input frequency. 

m = up-counter (5) count at the end of the PWM cycle. 
f COUNT = programmable divider output frequency. 



40 f _ Wit 

'count - m 

fcouNT = 2 N_1 x f PWM 

45 Turning to the up/down counter 2, the PWM signal is connected to the up/down control input of the up/down counter, 

and a further rising edge detector 10 is also connected to the parallel load control input of the up/down counter 2 to 
load it at 50% at the beginning of each pulse from an N-bit store (not shown). The up/down counter then counts at the 
rate determined by the frequency of the signal from the frequency multiplier 3 applied to the clock enable input 11 . An 
N-bit latch 12 is latched by the rising edge detector to provide an N-bit word representing the duty ratio of the PWM 

50 signal. 

While the embodiment shown in Fig. 2 shows two rising edge detectors it will be apparent to the skilled person 
that a single rising edge detector could be used for both the up/down counter 2 and the frequency multiplier 3. 

This embodiment of the invention provides a system in which the count rate of the up/down counter 21 is locked 
to the frequency of the incoming PWM waveform such that, in the steady state, it always counts from 50% to 1 00% of 
55 its range in the PWM signal period if the PWM signal is high. Thus the circuit automatically compensates for variations 
in frequency of the incoming PWM waveform. 

The system variables M and N and the system clock frequency define the frequency range and accuracy of the 
demodulator. 
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It will be appreciated that the accuracy of this circuit depends mainly on the counter 2 being clocked at the correct 
rate. Since the clock enable input is driven by the output of the frequency multiplier 3, it follows that the accuracy of 
the circuit depends on the correct counting of the M-bit counter 5. This counter gives a number of counts, m, representing 
the period of the PWM signal, but will generally have an uncertainty of 1 in the value of m. Where the PWM signal has 

$ a low frequency, m is high and the accuracy of the clock enable signals for counter 2 is consequently high. However, 
at the upper end of the input signal frequency range, the performance of the system will be limited by the frequency 
multiplier quantisation effects causing the slope G to have an error (see Fig. 3). The variation of this error is explained 
in Fig. 4. If, for example, the value of 1X1=1 6 is used in the up/down counter 2 then the half-range 2 N_1 will be 32768. 
The divider 8 will also divide by that factor. For this example, the system clock will be chosen to run at 10MHz. 

10 These system parameters define the points in time at which the M-bit counter will change count. These points can 

be laid out on a frequency axis as shown in Fig. 4. It is seen that m=1 over the frequency range from 305Hz (given by 
10 MHz/32768) down to 152Hz. At this point it changes to value 2 and holds that value until the frequency reaches 
approximately 101 Hz, whereupon it changes to value 3. At the frequencies where the value of m changes, there is no 
quantization error and k=1 . As the frequency reduces from, say 152Hz with m=2, the error rises to a maximum as the 

is counter is about to change value. This is plotted in Fig. 4 as the solid, saw-tooth shaped curve. The peaks of this curve 
lie on the dashed line given by: 

k=(m+1)/m (3) 

20 

where m is an integer. Thus it will be seen that the maximum error occurs at around 152Hz for this example. 

The error k causes the up/down counter 2 to count at the wrong rate. For example, while the PWM signal is high, 
the up/down counter 2 increments at a higher rate, and when the PWM signal goes low it also decrements at the higher 
rate giving rise to an error in the final count. It will be seen that, dependent on the actual error and the duty cycle of 

25 the input signal, the up/down counter 2 may saturate at 100% if k is greater than 1 and the duty cycle is greater than 
50% or saturate at 0% if k is greater than 1 and the duty cycle is less than 50%. 

By using standard design techniques, values of N and M can be chosen for the counters 2 and 5 for a given system 
clock frequency. Appropriate choices will ensure that, at the highest expected frequency of the input signal, the value 
m of the counter 5 will be high (say greater than 10) and hence the error k will not introduce a significant error in the 

30 final count. 

It is further desired for the system to indicate that, at the lower end of the frequency specification, no PWM signal 
is present. Accordingly a "no-PWM" signal is arranged to become high so as to select an analogue demand system at 
a predetermined lower frequency threshold. As the number of up counts of the up counter 5 is proportional to the PWM 
period, the "no-PWM" signal can be set high if the up counter reaches a maximum value, known as the "terminal count". 

35 This is shown on Fig. 2 where the output TC goes high when the terminal count is reached and provides a signal on 
line 1 3. This signals to other parts of the ASIC (not shown) that the input signal is analogue rather than digital in nature. 

It will be realised by those skilled in the art that the various circuit components shown as digital components can 
be replaced, either in whole or in part, by analogue components. For example, the up/down counter could be replaced 
by an analogue integrator if that were preferable in a particular implementation. Similarly, while the embodiment of the 

40 invention is specifically described in relation to the demodulator being triggered on a rising edge of the PWM signal, it 
is equally the case that the trigger could occur on any other repeating stable event in the PWM period. For example, 
the event could be a moment a predetermined duration after the start of each PWM cycle which could be a rising or 
falling edge, depending on the arrangement of the PWM signal. 

While the invention is susceptible to various modifications and alternative forms, specific embodiments have been 

45 shown by way of example in the drawings and have been described in detail. It should be understood, however, that 
this is not intended to limit the invention to the particular forms disclosed. On the contrary, the invention covers all 
modifications, equivalents and alternatives falling within the scope of the invention as defined the appended claims. 

50 Claims 

1. A demodulator for a pulse width modulated (PWM) signal which alternates between first and second states, the 
demodulator comprising: 

55 a up/down counter having a PWM signal input and a set input for a signal indicative of an event in the PWM 

signal period to which the counter is responsive to set a predetermined first value therein; 
count rate setting means for setting a count rate of the counter to count from the first value to a predetermined 
second value over the PWM signal period, the up/down counter being responsive to one of the first and second 
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states of the PWM signal at the said event to count in one direction from the first value and, thereafter, re- 
sponsive to the other of the first and second states of the PWM signal to count in the other direction, such that 
an output of the up/down counter is an output value representative of the duty ratio of the PWM signal. 

s 2. A demodulator as claimed in claim 1 in which the second value is the maximum registrable value of the counter. 

3. A demodulator as claimed in claim 2 in which the counter is responsive to the said input to be loaded with a value 
of half the maximum registrable value of the counter as the first value. 

10 4. A demodulator as claimed in any of claims 1 to 3 in which the counter includes an N-bit digital register. 

5. A demodulator as claimed in claim 4 further including an N-bit latch connected with the output of the counter and 
a PWM signal event detector arranged to enable the latch to output the value representative of the duty ratio of 
the PWM signal. 



15 



20 



6. A demodulator as claimed in claim 5 in which the event detector is a rising edge detector. 

7. A demodulator as claimed in any of claims 1 to 6, including count rate setting means arranged to receive a signal 
indicative of the PWM signal frequency and to lock the count rate to the PWM signal frequency. 

8. A demodulator as claimed in claim 7 in which the count rate setting means include: 



a second counter arranged to count at a fixed rate and output a maximum second count value; 
a latch arranged to receive the maximum second count value and to latch on each rising edge of the PWM 
25 signal; and 

a programmable divider arranged to receive the second count value from the latch and to divide a fixed fre- 
quency by the latched second count value to derive the count rate. 

9. A demodulator as claimed in claim 8, including a fixed ratio divider arranged to divide a system clock frequency 
30 by a predetermined factor to derive the fixed frequency. 

10. A demodulator as claimed in claim 9 in which the predetermined factor is half the maximum count value of the up/ 
down counter. 

35 11. A demodulator as claimed in any preceding claim including means for producing a no-PWM signal when the PWM 
signal frequency is below a predetermined value. 

12. A demodulator as claimed in claim 11 , when dependent on claim 8, 9 or 10, in which the no-PWM signal means 
are operable to produce an output when the maximum second count value is exceeded. 

40 

13. A demodulator as claimed in any of claims 1 to 7, including a frequency multiplier having a first variable frequency 
input and a second system clock input and an output frequency equal to the product of the first input frequency 
and a predetermined multiplying factor, the frequency multiplier further including an up counter, a latch arranged 
to latch on each PWM signal rising edge, a programmable divider and a fixed ratio divider set to divide by the 

45 predetermined multiplication factor, wherein the up counter is arranged to count up at the system clock frequency 

divided by the predetermined multiplication factor, and to output the value to the latch, and wherein the program- 
mable divider is arranged to divide the system clock frequency by the latched up count value. 

14. A method of demodulating a pulse width (PWM) signal which alternates between first and second states, the 
50 method comprising: providing a signal indicative of an event in the PWM signal period to an up/down counter such 

that a predetermined first value is set in the counter; 

setting a count rate of the counter to count from the first value to a predetermined second value over the 
PWM signal period, the up/down counter responding to one of the first and second states of the PWM signal at 
the said event to count in one direction from the first value and, thereafter, responding to the other of the first and 
55 second states of the PWM signal to count in the other direction, the output of the up/down counter being an output 

value that is representative of the duty ratio of the PWM signal. 

15. A method as claimed in claim 14 in which the second value is the maximum registrable value of the counter. 
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16. A method as claimed in claim 15 in which the counter responds to the said input to be loaded with a value of half 
the maximum registrable value of the counter as the first value. 

17. A method as claimed in any of claims 14 to 16 in which the counter has an N-bit digital register. 

5 

18. A method as claimed in claim 17 further including latching the output of the counter and enabling the latch at the 
said event to output the output value. 

19. A method as claimed in claim 18 in which the event is a rising edge on the PWM signal. 

10 

20. A method as claimed in any of claims 14 to 19, including setting an account rate on receipt of a signal indicative 
of the PWM signal frequency and locking the count rate to the PWM signal frequency. 

21. A method as claimed in claim 20, including: 

15 

counting at a fixed rate and outputting a second count value; 

latching the second count value on each rising edge of the PWM signal; and 

applying the latched second count value to a programmable divider and dividing a fixed frequency by the 
latched second count value to derive the count rate. 

20 

22. A method as claimed in claim 21 , including dividing a system clock frequency by a predetermined factor to derive 
the fixed frequency. 

23. A method as claimed in claim 22 in which the factor is half the maximum count value of the up/down counter. 

25 

24. A method as claimed in any of claims 14 to 23, including producing a no-PWM signal when the PWM signal fre- 
quency is below a predetermined value. 

25. A method as claimed in claim 24 in which the no-PWM signal is produced when the maximum second count value 
30 is exceeded. 
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(54) Demodulator for a pulse width modulated signal 



(57) A demodulator for a pulse width modulated sig- 
nal comprises a counter arranged to count in one direc- 
tion when the PWM signal is "high" and in the opposite 
direction when the PWM signal is "low" to arrive at a 
count representative of a duty cycle. As a result, a value 
representative of the duty ratio of the PWM signal can 
be obtained from the up/down counter. In a further em- 
bodiment, the up/down counter is clocked by the output 
of a frequency multiplier, the output of the frequency 
multiplier having a frequency determined by the pulse 
width modulated signal frequency multiplied by a prede- 
termined factor. The value of the duty ratio of the PWM 
signal can then be found regardless of the frequency of 
the PWM signal. 
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